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Delete the second paragraph in subsection 811.03.B, on page 589 of the Standard 
Specifications for Construction, in its entirety and replace with the following: 
 

For any portion of the project that pavement marking plan sheets or details are included, layout 
the permanent pavement markings according to the pavement marking plans.  If the contract 
documents call for Witness, Log, Layout, the Contractor must witness and log the existing 
markings in accordance with the following. 

 
Provide a pavement marking layout plan consisting of aerial imagery, computer generated, 
and/or hand sketches with legibly handwritten or documented dimensions.  When using aerial 
imagery, the pavement markings must be sketched in for any sections where they are not 
clearly visible.  Required dimensions include turn lane storage lengths, taper lengths, stop bar 
location as measured from the centerline of the intersection or the crosswalk markings (if 
present), symbol and legend locations, crosshatching location and spacing, longitudinal line 
style changes, and any other dimensions required to return markings to the pre-construction 
configuration.  The layout plan must additionally indicate lane widths of all lanes, shoulders, 
bike lanes, and other features at all transition points where these elements are added and/or 
removed and at every 1/2 mile interval where there are no changes to pavement widths and/or 
the pavement marking configuration. 

 
Provide the pavement marking layout plan to the Engineer prior to pavement removal 
operations and/or any pavement markings being disturbed.  If any changes are needed the 
Engineer will mark up a copy of the pavement marking layout plan and initial any changes.  
The Engineer will provide any mark ups and documented approval of the pavement marking 
layout plan to the Contractor within 10 calendar days of initial receipt. 

 
The witnessed and logged markings will be laid out by the Contractor prior to the permanent 
markings being applied.  Provide the Engineer documented notice at least 2 calendar days 
prior to the contractor pavement marking crew arriving onsite to layout and place the 
permanent pavement markings to enable the Engineer or a representative being onsite for 
review of the layout prior to the marking application.  Notify the Engineer if it is discovered 
during layout that the pavement width or geometry has been altered or is different from the 
logged configuration.  The Contractor and Engineer will discuss and document the resolution 
for marking layout in such areas. 


