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Add the following to the end of the list of materials in subsection 811.02, on page 588 of 
the Standard Specifications for Construction: 
 

Modified Urethane Pavement Marking Material ................................................................. 920 
Preformed Thermoplastic Pavement Marking Material ...................................................... 920 

 
Ensure preformed thermoplastic materials have a thickness of 125 mils. 
 
 
Add the following row to Table 811-1 of subsection 811.03.B, on page 591 of the Standard 
Specifications for Construction: 
 

Polyurea 20 
Binder (gal) 5.5 8.25 11 17 22 33 44 66 

Bead (lb) As directed by the manufacturer 

Modified 
    Urethane 

20 
Binder (gal) 5.5 8.25 11 17 22 33 44 66 

Bead (lb) As directed by the manufacturer 

 
 
Add the following subsections after the last paragraph of subsection 811.03.D.7.c, on page 
595 of the Standard Specifications for Construction: 
 

8. Modified Urethane.  Ensure the pavement is free of excess surface and subsurface 
moisture that may affect bonding.  The Engineer will not decide the suitability of specific 
days for the application of modified urethane. 

 
Surface preparation requirements for special, and longitudinal modified urethane 
pavement markings depend on surface conditions. 

 
Prepare new HMA surfaces and HMA surfaces open to traffic for 10 days or less with no 
oil drips, residue, debris, or temporary or permanent markings, by cleaning the marking 
area with compressed air. 

 
Prepare new PCC surfaces and PCC surfaces free of oil drips, residue, and debris, 
temporary, or permanent markings, by removing the curing compound from the area 
required for pavement markings. 

 
Prepare existing HMA or PCC surfaces that do not have existing markings, but may have 
oil drip areas, debris, or both, by scarifying the marking area using non-milling grinding 
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teeth or shot blasting.  The Engineer will allow the use of water blasting to scarify the 
marking area on PCC surfaces. 

 
Prepare existing HMA or PCC surfaces with existing pavement markings and that may 
have oil drip areas, debris, or both, by using the following methods: 

 
a. For existing liquid pavement markings, scarify the proposed marking area using non-

milling grinding teeth or shot blast.  Occasionally existing liquid pavement markings 
will require complete removal, which will be determined by the Engineer. 

b. For existing cold plastic markings, completely remove the existing markings. 
 

9. Preformed Thermoplastic.  Ensure the pavement is free of excess surface and 
subsurface moisture that may affect bonding.  The Engineer will not decide the suitability 
of specific days for the application of preformed thermoplastic. 

 
Heat and apply the preformed thermoplastic material as recommended by the 
manufacturer.  Feather all edges of the material with a putty knife while the preformed 
thermoplastic is still soft. 

 
 
Add the following rows to Table 811-2 of subsection 811.03.D, on page 596 of the Standard 
Specifications for Construction: 
 

Modified Urethane 40 40 Apr. 15 Nov. 15 

Preformed Thermoplastic 35 35 Apr. 15 Nov. 15 

 
 
Add the following pay items to the list of pay items in subsection 811.04, on page 598 of 
the Standard Specifications for Construction: 
 

Pavt Mrkg, Modified Urethane, (symbol) .................................................................... Each 
Pavt Mrkg, Modified Urethane, (legend) .................................................................... Each 
Pavt Mrkg, Modified Urethane, __ inch, Crosswalk  .................................................... Foot 
Pavt Mrkg, Modified Urethane, __ inch, Stop Bar  ...................................................... Foot 
Pavt Mrkg, Modified Urethane, __ inch, Cross Hatching (color) .................................. Foot 
Pavt Mrkg, Modified Urethane, __ inch, (color) ........................................................... Foot 
Pavt Mrkg, Ovly Cold Plastic, __ inch, Shadow Tape, Black ....................................... Foot 
Pavt Mrkg, Ovly Cold Plastic, __ inch, Wet Reflective, (color) .................................... Foot 
Pavt Mrkg, Preformed Thermoplastic, (symbol) ......................................................... Each 


