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MICHIGAN 
DEPARTMENT OF TRANSPORTATION 

 
SPECIAL PROVISION 

FOR 
TEMPORARY RUMBLE STRIPS (ORANGE) IN ADVANCE OF A WORK ZONE 

 
COS:CRB 1 of 2 APPR:MWB:MRB:02-14-20 

FHWA:APPR:02-19-20 
 

a. Description.  This work consists of furnishing, installing, maintaining and removing 
temporary rumble strips, used at the approach to the work zone to alert motorists of construction 
ahead.  This work also includes providing traffic control while installing, maintaining and removing 
the temporary rumble strips. 
 

b. Materials.  Provide temporary rumble strips in accordance with the following: 
 

1. Rumble Strip. 
 

Composition: Polymer with pre-applied adhesive 
Color: Orange 
Tensile Strength: 250 pounds per square inch (psi) 
Cross-section: 0.25 inch by 4 inches wide 

 
2. Primer.  Provide primer in accordance with the manufacturer’s recommendation. 

 
c. Construction.  Do not apply the rumble strips unless the pavement surface temperature 

is 40 degrees Fahrenheit (F) and rising, and dry.  Do not use artificial heat.  Clean all foreign and 
contaminating material from the surface of the pavement prior to application of the rumble strips. 
 
The Engineer will consider the pavement to be dry if the underside of small sheet of black plastic 
taped to the pavement has no visible condensation on the underside after 15 minutes. 
 
Place 3 sets of 9 rumble strips in advance of the lane closure in each direction of the roadway for 
a total of 6 sets of 9 rumble strips.  Ensure that the rumble strips cover the entire width of the 
roadway from edge of metal to edge of metal.  Each temporary rumble strip consists of one layer 
of the 0.25 inch by 4 inch material. 
 
Place the temporary rumble strips as follows: 
 

1. Apply one set of 9 rumble strips, each spaced 1.5 feet apart from edge to edge, placed 
approximately 700 feet upstream of the beginning of the taper. 

 
2. Apply one set of 9 rumple strips, each spaced 5 feet apart from edge to edge, placed 

approximately 1400 feet upstream of the beginning of the taper. 
 

3. Apply one set of 9 rumble strips, each spaced 10 feet apart from edge to edge, placed 
approximately 2800 feet upstream of the beginning of the taper. 

 
The completed temporary rumble strip must consist of one layer of the 0.25 inch by 4 inch 
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material. 
 
Apply the primer to the surface of the pavement only if recommended by the manufacturer.  Place 
the pre-adhesive surface of the rumble strip on the primer or directly on the pavement surface, as 
recommended by the manufacturer.  Seat the rumble strips with a minimum of three passes of a 
200 pound weighted roller. 
 
If the temporary rumble strips lose their adhesion to the pavement during the life of the project, 
replace or re-adhere them, as directed by the Engineer. 
 
Upon completion of the project, or as directed by the Engineer, entirely remove the temporary 
rumble strips using a method that will not permanently damage the pavement surface. 
 

d. Measurement and Payment.  The completed work, as described, will be measured and 
paid for at the contract unit price using the following pay item: 
 

Pay Item Pay Unit 
 

Temp Rumble Strips (Orange) .................................................................................... Foot 
 
Temp Rumble Strips (Orange) includes furnishing, installing, maintaining, and removing the 
rumble strips.  Temp Rumble Strips (Orange) includes replacing or re-adhering strips, as 
directed by the Engineer, and providing traffic control while installing, maintaining, re-adhering 
and removing the strips. 
 
The Engineer will measure the cumulative length of the individual 4 inch strips, perpendicular to 
the pavement centerline, to determine the quantity for payment. 


