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Delete subsection 812.03.F, on pages 615 and 616 of the Standard Specifications for 
Construction, in its entirety and replace it with the following: 
 

F. Pavement Marking Removal.  Remove pavement markings that conflict with proposed 
temporary traffic markings before making any changes in the traffic pattern.  Place 
temporary pavement markings when pavement markings are removed or obscured for 
more than 24 hours before a change in the traffic pattern.  Type R markings must be 
placed according to subsection 812.03.D.11 before the close of the workday. 

 
Remove pavement markings using self-propelled truck mounted removal equipment.  Use 
equipment capable of continuously vacuuming up the removal debris as the operation 
progresses.  Immediately clean up and remove any debris that is generated.  If the amount 
of debris generated during the removal process is greater than the vacuuming capability 
of the removal truck, a self-propelled sweeper operating immediately behind the removal 
equipment is required.  Use a removal truck capable of eliminating the airborne dust while 
operating. 

 
Remove pavement markings causing as little damage as possible to the surface texture 
of the pavement and by methods approved by the Engineer.  Methods and equipment that 
may provide acceptable results are: shot blasting; water blasting; mechanical devices 
such as grinders, scarifiers, and wire brushes. 

 
1. Asphalt Surfaces.  Use any Engineer approved type of self-propelled truck mounted 
removal equipment except water blasting, provided that the equipment is capable of 
continually vacuuming the removal debris. 

 
2. Concrete Surfaces to be Removed During Construction.  Use any Engineer approved 
type of self-propelled truck mounted removal equipment provided that the equipment is 
capable of continually vacuuming the removal debris. 

 
3. Concrete Surfaces to Remain in Place.  Use an Engineer approved self-propelled truck 
mounted water blaster to minimize the scarring of the concrete surface.  Use equipment 
capable of continually vacuuming the removal debris as approved by the Engineer. 

 
Do not use paint or bituminous bond coat to cover existing and not applicable pavement 
markings.  Use Type R markings only when authorized by the Engineer. 

 
 
Add the following pay items to the Pay Item list in subsection 812.04, on pages 622 and 
623 of the Standard Specifications for Construction: 
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Pavt Mrkg, Longit, Water Blasting, 6 inch or less Width, Rem ..................................... Foot 
Pavt Mrkg, Longit, Water Blasting, Greater than 6 inch Width, Rem ........................... Foot 
 

 
Delete the first paragraph of subsection 812.04.N.1, on pages 628 and 629 of the Standard 
Specifications for Construction, in its entirety and replace it with the following: 
 

1. General.  The Department will pay for the removal of longitudinal markings as directed 
by the Engineer on all HMA surfaces and on concrete surfaces to be removed as Pavt 
Mrkg, Longit, Rem, of the width required.  The unit prices for Pavt Mrkg, Longit, Rem 
pay items include the cost of removing existing longitudinal permanent markings and 
temporary Type NR markings, including tapers and transitions. 

 
The Department will pay for the removal of longitudinal markings on concrete surfaces to 
remain in place as Pavt Mrkg, Longit, Water Blasting, Rem, of the width required.  The 
unit prices for Pavt Mrkg, Longit, Water Blasting, Rem pay items include the cost of 
removing existing longitudinal permanent markings and temporary Type NR markings, 
including tapers, and transitions. 


