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Delete subsection 812.03.D.12, on page 611 of the Standard Specifications for 
Construction in its entirety and replace it with the following: 
 

12. Pavement Marking Cover.  Provide and install temporary pavement marking cover, Type 
R, preformed black tape, to cover existing pavement markings, as shown on the plans or 
directed by the Engineer.  Use black pavement marking cover on hot mix asphalt (HMA) 
pavement and Portland cement concrete (PCC) pavement, in accordance with 
Manufacturer’s specifications.  Do not use heat, solvents, or other additional adhesive to 
install pavement marking cover. 

 
Ensure the tape completely masks the existing marking. 

 
Replace pavement marking covers that come loose, or that do not meet contract 
requirements, as directed by the Engineer, and at no additional cost to the Department. 

 
Apply and tamp the marking cover in accordance with the Manufacturer's 
recommendations. 

 
Prior to installing the pavement marking cover, ensure the pavement surface is air blown 
or brushed to remove surface dust and dirt. 

 
Pavement Marking Cover is prohibited from use between November 1 and March 15 due 
to temperature and weather limitations as defined by Manufacturer’s recommendations. 

 
 
Delete subsection 922.06.C, on page 938 of the Standard Specifications for Construction 
in its entirety and replace it with the following: 
 

C. Pavement Marking Cover.  Preformed polymer tape pavement marking covers must 
have a black non-reflective matte finish.  In addition to the requirements of subsection 
922.06.A.1, pavement marking cover tape must meet the following requirements and 
characteristics: 

 
1. Be 6 inches wide; 
2. Be at least 0.04 inches thick, not including adhesive; 
3. Be pre-coated with a pressure sensitive adhesive, capable of adhering to existing 

markings; 
4. Contain no metallic foil; 
5. Consist of a mixture of high quality polymeric material, pigments, and inorganic fillers 

distributed throughout the base cross sectional area with a black non-reflective matte 
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finish top layer with non-skid particles; 
6. Provide an initial average surface skid resistance value of 60 BPN when tested in 

accordance with ASTM E 303; 
7. Remain in useable condition for 1 year after the receipt date when stored in accordance 

with the Manufacturer’s recommendations; and 
8. Be manually removable in large pieces at temperatures greater than 40 degrees 

Fahrenheit without using heat, solvents, grinding, or blasting. 
 

Ensure the tape, when applied in accordance with the Manufacturer’s recommendations, 
provides a neat, durable, masking that does not flow or distort on a stable pavement surface 
due to high temperature.  Provide weather resistant film, capable of withstanding normal traffic 
wear without lifting, shrinking, tearing, rollback, or other signs or poor adhesion.  Incorporate 
a non-metallic medium to facilitate removal. 


