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Delete subsection 914.12, on page 841 of the Standard Specifications for Construction, in 
its entirety and replace with the following: 
 

914.12.  Elastomeric Bearings. 
 

A. Bearings.  Elastomeric bearings must meet the requirements of AASHTO LRFD Bridge 
Construction Specifications, Subsection 18.2, “Elastomeric Bearings”, for 100 percent virgin 
polychloroprene (neoprene) or polyisoprene (natural rubber) bearings and must be classified 
as being of low-temperature Grade 4 or 5.  Provide certification to the Engineer that bearings 
conform to this subsection. 

 
Laminated bearings must have a shear modulus of 100 psi ±15 psi.  Plain bearings must have 
a shear modulus of 200 psi ±30 psi.  Rolled steel sheet laminates must meet the requirements 
of ASTM A 36 or ASTM A 1011, Grade 36, Grade 40, or Grade 50.  Blast-clean the surfaces 
of the laminates where elastomers are to be bonded. 

 
Elastomeric bearings must be tested and accepted in accordance with Section 8 of AASHTO 
M 251, except the definition of a lot specified in Subsection 8.2 of AASHTO M 251 is revised 
as follows:  Sampling, testing, and acceptance consideration will be made on a lot basis.  A lot 
of bearings must be considered to be a group of bearings that are manufactured over a 4 month 
period from the same elastomer recipe, cured under the same conditions, and type (plain, 
fabric-laminated, or steel-laminated). 

 
B. Leveling Pads.  Elastomeric leveling pads (1/8 inch thick or as specified in the contract) 
must meet the requirements of AASHTO LRFD Bridge Construction Specifications, Subsection 
18.2, “Elastomeric Bearings”, for 100 percent virgin polychloroprene (neoprene) or 
polyisoprene (natural rubber) bearings and must be classified as being of low-temperature 
Grade 3.  Leveling pads must be plain elastomer and have a hardness between 50 and 70 on 
the Shore A scale.  Provide certification to the Engineer that elastomeric leveling pads conform 
to this subsection. 

 
Elastomeric leveling pads must be tested and accepted in accordance with Appendix X1 of 
AASHTO M 251, except a lot is defined to be material that is manufactured from the same 
elastomer recipe and cured under the same conditions and tested no less than once per year. 


